DRYFLEX® T-Series

The DRYFLEX® T-series is a material series of VTC Elastoteknik TPE. It contains fully transparent thermoplastic elastomer compounds and the range covers grades from 30 Shore A to 90 Shore A in increments of 10. The material is based on SEBS and can be extruded as well as injection moulded.

DRYFLEX® T-30
30 ShA

DRYFLEX® T-40
40 ShA

DRYFLEX® T-50
50 ShA

DRYFLEX® T-60
60 ShA

DRYFLEX® T-70
70 ShA

DRYFLEX® T-80
80 ShA

DRYFLEX® T-90
90 ShA

Service Temperature Range:

-50  --  100(C (unstressed material)

UV- and Ozone Resistance

Excellent

Weatherability



Excellent

Food Contact



Does not comply with the food regulations

Adhesion to PP


Excellent

Specific Gravity


0.89 g/cm3
Packaging



300 kg

Shrinkage



0.8 – 2.0 %

Processing Temperature

Extrusion



110 – 170(C

Injection Moulding


140 – 200(C

By the softer grades, the granules can have a tendency to stick in the packaging.

The information in this document should be regarded as guidelines. The usability of the products in different applications is not guaranteed. For further information, please contact VTC Elastoteknik. Subject to changes without prior notice.
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VTC Elastoteknik AB, Box 51, SE-662 22  ÅMÅL, Sweden

Tel. +46-(0)532 60 65 00 Fax. +46-(0)532-60 75 99 E-mail. info@elastoteknik.se Internet. elastoteknik.se
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