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THERMOPLASTIC RUBBER SYSTEMS (TRS) Preliminary Data Sheet
NexPrene rubber | EPOMPR Thermoplastic Valcanizate { TRE ) MexPrene 1100 Zetiez---FDA& Grades

A fully crozs-linked EPDMPP TPY compounds designed to replace thermozet elastomers such az polychloroprene(Meoprens], EPDM

az well az Santoprene TPY. The MexPrene 1100 Zeries grades complies with FDA, CRF title 21-Section 177 .2600 and CFR title 21

Section 177 1210 . Rubber aficles intended far repeated use as well az in contact with non-fatty as well as non oily foods is covered under
zection 177 .2600. Alzo zection 1771210 covers rubber adicles deemed zafe for single use closure and sealing gaskets in contact with non
and non aily foods MexPrene rubber provides the advantage of low cost thermoplastic processing such as Injection Malding Exrusion and
Blowy Mu:-lding.Su'rtal::nle for FD& components such as valvesgaﬂkets, periztattic pump tubes diaphrams, tul::ning, zealz and cahle jan:keting.

MNex Prens rubber - FOA Grades

Typical Physical Property ASTH  JUMITS (11404 111454 (11554 11604 (11644 1 11704 [ 11754 111804 | 11844 1157 A 11400 (11450 11500
Hardness: Extrusion [ Sseconds ) D-2240 |A ar D JeA [ 414 514 S6A| S9A  BBA| WA Y8A|  G0A| S4a| 380 43D 47D
| Molded [ Sseconds ) 404 (454 a5 G0 62 7o 73 g0 od a7 40 45 a0
specific Gravity b-7a2 0893 094 087 0597 087 097 087 087 0596 096 054 0953 0594
Tenzile Strencgth D-412 |MPa 5 5.2 65 7 7B 8.7 101 124 145 168 20| 233| 275
Tenzile Modulus @ 100% D-412  |Mpa 08 096 22 2.4 27 3.1 36 47 55 B.1 849 9.1 9.4
Uitimate Elongation D-412 |% el ga0 400 S00 240 611 631 631 S2a| 530 s70(  S5FF 610
Tear Strength,Die C D-624  |KMim 115 13 Gy 32 34 41 47 a7 a9 gO| V45 814 871
IR B03 Qil Yol Sweell(1 252 Ohrs) D-471  |% 130 125 110 110 110 100 a0 g5 g2 el 65 45 37
Compression Set 22hriF0C 0-395  |% 26 26 27 28 29 32 35 40 43 45 25 ar 1
DOzone Resistance] S00hrzM 00pphm) (D-1149 Good (Good [Good (Good |Good (Good  |Good  (Good  |[Good  (Good [(Good  (Good  [Good
Brittle Poirt D-746 |Deg C -60 -60 -60 -60 -60 -60 -60 -60 -60|  -60 -55 -40 -30

Al information supplied by TRS are believed to he correct it i zupplied upon the expreszs condition that the customer shall make itz own
azzezzment to determine the product suttahbilty for a paicular uze.
mantoprene iz a trademark of Monzanto Company, exclusively licenzed to Advance Elastomer Systems LP.
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